A Safelift’ 1ISO 9001-2008 |C€
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Normal | W.L.L. DIMENTION WEIGHT Features:
Size (IN) (KG/PC) ) _ N
9 M [ A [ B | C | o onrkg st Lt permanenty
3/16 1/3 0.38 0.25 0.88 0.02 « Grade 80 Forged- Quenched and
1/4 1/2 0.47 0.31 1.13 0.05 Tempered.
5/16 3/4 0.53 | 0.38 1.22 0.09 +% Capacities 1 ton to 55 tons.
3/8 1 0.66 0.44 1.44 0.14 % Lock for the Yellow Pin, the mark of
genuine safelift quality.
7/16 1.1/2 | 0.75 0.5 1.69 0.17 «“+Shackles can be finished proof tested
1/2 2 0.81 0.63 1.88 0.29 with certificates, Charges for proof
5/8 3.1/4 1.06 0.75 2.38 0.63 testing & certification available when
3/4 4.3/4 | 1.25 0.88 2.81 1.02 requested at the time of order.
7/8 6.1/2 | 1.44 1 3.31 1.533 “+Shackles are galvanized.
1 8.1/2 | 1.69 1.13 3.75 2.41

1.1/8 9.1/2 | 1.81 | 1.25 4.25 3.09
1.1/4 12 2.03 | 1.38 | 4.69 4.31
1.3/8 | 13-1/2| 2.25 1.5 5.25 6.01
1.1/2 17 2.38 | 1.63 5.75 7.8

1.3/4 25 2.88 2 7 13.78
2 35 3.25 | 2.25 7.75 | 20.41

2.1/2 55 4.13 | 2.75 10.5 38.9
3 85 5 3.25 13 72

3.1/2 120 | 5.25 | 3.76 | 14.63 120
4 150 | 5.50 | 4.26 | 14.68 153

Drop forged, quenched and tempered , with alloy pins.
Minimum breaking load is 4 times of working load limit.
Maximum proof working load is 2.2 times the working load limit.




