£ Safelift 1ISO 9001-2008 C€
Heavy Duty Galvanized Wire Rope Clamp

Size dimensions (mm)

(mm)| A B C D E F G
6 12 17 14 5 14 23 24
8 15 1 21 | 16 6 17 | 28 | 30
10 | 19 | 28 | 20 8 21 | 38 | 37
12 | 24 | 34 | 25 | 10 | 27 | 45 | 47
15 1 29 |1 40 | 30 | 12 | 32 [ 52 | 56

20 | 36 [ 47 | 36 | 14 | 38 | 62 | 70
22 | 40 [ 52 | 39 | 16 | 43 | 69 | 77
25 | 43 [ 56 | 44 | 18 | 50 | 76 | 85
28 | 48 [ 62 | 48 | 20 | 57 | 85 | 95
32 | 55 [ 67 | 51 | 22 | 61 | 93 | 108
40 | 64 | 81 | 62 | 24 | 73 | 111 ] 120
45 | 72 | 88 | 70 | 27 | 86 | 123 | 137
50 | 80 [ 95 | 80 | 30 | 95 | 135 | 154

Weight / WLL/T (5:1)
Size Kg WII 45°] Vertical Load b K ° :
M6 0.05 [ 0.05 0.075 28 [ 13 16 42
M8 0.06 [ 0.095 0.14 36 | 15 | 20 51
M10 0.11 [ 0.17 0.23 45 | 18 | 25 63
M12 0.18 [ 0.24 0.34 54 [ 22 | 30 75
M14 028 [ 032 0.46 63 | 28 | 35 | 895
Mi6 | 0.285 | 0.5 0.7 63 | 28 | 35 90 ‘
M18 0.42 | 0.65 0.83 72 [ 30 | 40 [ 101
M20 045 [ 0.83 12 72 [ 30 | 40 [ 101
M22 0.67 | 1.05 15 81 | 35 | 45 [1155
M24 0.87 [ 1.27 1.8 9 | 38 | 50 | 128
M27 0.88 | 1.83 2.5 90 | 38 50 | 128 L
M30 1.66 2.6 3.6 108 | 45 [ 60 [ 154
g V33 1.72 3.2 4.5 108 | 45 [ 60 [ 154
M36 2.65 3.7 5.1 126 | 55 [ 70 [ 183 K
< M39 2.8 43 6 126 | 55 [ 70 | 183
e 4.03 5 7 144 [ 65 [ 80 [ 212
M
Vs 4.25 5.5 7.5 144 [ 65 [ 80 [ 212 <y
V48 638 | 6.1 8.6 166 [ 70 | 90 [ 238
M52 6.6 7.3 9 166 [ 70 | 90 [ 238
M56 8.8 8.3 11 184 | 80 | 100 [ 267
M64 12.4 11 16 206 | 90 | 110 | 293
Weight / WLL/T (5:1) DxE B C G T A W 0
Kg 90 0
0.41 0.3 0.6 M8X13 36 15 51 41 55 30 13
0.43 0.45 0.9 M10X18 36 15 51 41 55 30 13
0.44 0.5 1 M12X18 36 15 51 41 55 30 13
0.46 1.12 2 M16X20 36 15 52 42 55 30 13
0.96 2 4 M20X30 | 49.5 19 68 56 70 35 16 |°
1.45 3.15 6.3 M24X30 57 22 78 65.5 85 40 18
2.17 5.3 10.6 M30X35 66 23.5 | 96.5 | 80.5 85 40 20
3.57 8 11.8 M30X35 80 28 112 92 115 50 22
3.6 8 11.8 M36X50 80 27 109 | 89.5 | 115 50 22
3.95 10 15 M42X50 80 27 109 | 89.5 | 115 50 25
4.02 10 15 M48X50 80 27 109 | 89.5 | 115 50 25




