A Safelift

Beam Clamps
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safe Working Load Kg 1000 | 2000 | 3000 | 5000 | 10000
Adjustable beam width mm 75-220] 75-220] 80-320] 80-321] 90-320
A | max mm| 260 260 354 354 365
5 |maxmm| 180 | 180 | 235 | 235 | 320
minmm | 360 | 360 | 490 | 490 | 505
C| mm 64 74 | 103 | 110 | 120
o D| mm 5 6 8 10 12
Dimentions E| mm 215 | 215 | 260 | 260 | 280
c [maxmm| 102 | 102 | 140 | 140 | 170
minmm | 155 | 155 | 255 | 255 | 235
G| mm 25 25 45 45 50
H| mm 22 22 24 28 40
Regular Swivels
Weight / Kg | WLL/T | B.T A D H L
0.6 2 8 12.5 35.5 28.5 164
15 3.15 | 12.6 15 4 34,5 195
1.75 53 | 21.2 18 50 435 217
452 8 32 21.5 61 56 289

Drop Forged Heavy Duty Galvanized Turn Buckle

Thread Working Dimensions
Diameter & | Load Weight (mm)
Take Up Limit Each J K M N X
(mm) (t)* (kg) A Open|Closed| Open|Closed| R S |Closed| BB
1 9.53 x 152 .54 .34 9.53 446 294 463 311 28.7| 13.5| 62.9 | 155
12.7 x 152 1.00 .78 12.7 506 354 529 376 35.8| 18.0( 90.4 | 153
15.9 x 305 1.59 8T. 159 | 865 560 891 586 | 457224 110 |315
19.1 x 305 2.36 2.78 19.1 905 600 937 632 5311254 129 |320
22.2 x 305 3.27 4.01 22.2 932 627 970 665 60.5| 31.8 147 | 309
25.4 x 305 4.54 5.88 25.4 971 666 1016 711 76.2| 36.3| 165 | 309
31.8 x 305 6.89 9.01 31.8 | 1070 766 1127 822 91.2]|46.2] 216 | 306
38.1 x 305 9.71 13.0 381 | 1124 819 | 1187 882 104 | 53.8| 240 |[313
44.5 x 457 12.7 23.0 44.5 | 1457 1000 | 1534 | 1076 118 | 60.5| 253 |467
51.0 x 610 16.8 379 50.8 | 1922 | 1313 | 2011 | 1402 | 148 |68.3| 331 [622
63.5x 610 27274 6 63.5 | 2011 1402 | 2113 1503 165 | 79.2| 350 |[625
70.0 x 610 34.0 791 69.9 | 2066 | 1456 | 2180 | 1571 178 | 82.6| 383 |626




